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Toolbar mount

Toolbarsteun

Toolbarständer

Barre support d’écran

Supporto a barra

Soporte de barra

Suporte de barra

Monteringsstativ

Monteringsstativ

Monteringsställ

Toolbarteline

Listwa mocująca

Lištový držák

Držiak na panely na ploché 

obrazovky

Suport bară pentru monitor

53.5
32

75
 m

m

67
 m

m

90
 m

m

±135B
±135°

9494 mm



Installeer de steun
Install the mount
Montieren Sie die Halterung
Installa il supporto
Installation du support
Instalar el soporte
Instale o suporte
Zainstaluj uchwyt
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PARTS

FPMA-DTBW100

STEP 1

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

0-8 kg | 
0-17,6 lbs

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

Screen size

VESA

Weight capacity

Tilt

Swivel

Rotate

Height

Depth

Gas spring

Curved screen compatible

Quick-release VESA

Top-�x clamp

180° lock system

Handlebar

Crossbar

Cable management

75x75 - 
100x100 mm

(x1) (x1) (x2) (x2) (x8) (x1) (x1)(x1)

VESA 100x100
 

Option:



Adjust the torques
Stel het koppel in
Einstellen des Drehmoments
Réglagez les couples
Regolazione della coppia
Ajuste el tornillo
Ajustar os parafusos
Dostsosuj siłę docisku regulacji obrotu monitora
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STEP 2

Nylon nut




